
MT-10        Tree Mount Bracket  

METALS:

304 Stainless Steel

ORDERING LOGIC:

Model:  MT - 10         

Style:  T -  1/2” NPS threaded    
  S -  7/8” Slip fi t

Hanger Bolt: 3 - 3 inch 5 - 5 inch
  4 - 4 inch

Jam Nut: 0 - None  1 - One  

Driver:  0 - None
  D - 1/4-20 Driver 

Carabiner: 0 - None  1 - One
  2 - Two

Finishes: BK - Black BKT - Black Texture
  BZ - Bronze BZT - Bronze Texture
  WT - White SL - Silver
  BG - Beige CA - Clear Anodized 

ORDERING EXAMPLE:     MT - 10 - T - 3 - 1 - D - 0 - BZT

Model   MT-10
Material:   304 Stainless Steel, 3/16” thick  

Mount:   1/2” NPS Thread or 7/8” slip fi t     

Hardware:  1/4”-20 x 3” Stainless Steel Hanger Bolt                

Dimensions:  7” X 1 1/4”        

Finish:   Bronze Powder Coat 

Weight:     .6 lbs.

Certifi cation:  Wet location landscape, UL1838.  

Warranty:   25 Years

This tree mount bracket is designed to simplify mounting of 
fi xtures in trees. This sturdy stainless steel bracket will not 
attract insect nesting like enclosed mounts. Nor will it collect 
water that will drain into the light fi xture attached.

The stainless steel hanger bolts are black oxide coated so 
they do not refl ect. They are available in 3”, 4” or 5” lengths. 
In addition, you can specify that a driver bit be included to 
install the hanger bolts with a drill gun. Driver is specifi ed in 
the catalog number.

DESIGN APPLICATION:

Our locking nut can be added for 
easy and positive locking . . . no 
tools required.

Holes are provided so zip ties 
can be utilized for strain relief and 
clean handling of wire.

Additional hole is provided so that lumi-
naire and tree bracket assembly can be 
easily raised with a carabiner.

An extension stem and a dual knuckle system can be used 
to allow for mounting the tree bracket on top of a limb while 
extending the luminaire out so it can be aimed as needed.
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